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Features and Benefits: 

High-Purity Copper Conductors: 
Ensures optimal signal transfer with 
minimal resistance, providing clear and 
accurate sound reproduction. 

Advanced Shielding: Dual-layer 
shielding eliminates electromagnetic and 
radio frequency interference, ensuring a 
noise-free audio experience. 

Durable Construction: The flexible PVC 
jacket and reinforced connectors ensure 
long-lasting reliability and easy 
installation. 

Versatile Compatibility: Suitable for use 
with a midlevel of high-end audio systems 
and professional sound equipment, 
making it a versatile choice for any setup. 

Product Overview: The Start Series Digital Ethernet 
(ETH) cables are meticulously engineered for mid-range 
high-end audio systems, providing superior data transfer 
and network connectivity. These cables feature high-purity 
copper conductors and advanced insulation materials, 
ensuring minimal signal loss and maximum data integrity. 
The high-quality shielding protects against electromagnetic 
interference (EMI) and crosstalk, guaranteeing a clean and 
stable connection. This makes the Start Series Digital 
Ethernet cables an excellent choice for audiophiles who 
demand reliable and high-performance network 
connections for their audio equipment, ensuring high-
resolution audio streaming and precise data transfer. 
Designed with durability and flexibility in mind, the Start 
Series Digital Ethernet cables boast a robust yet flexible 
outer jacket, allowing for easy installation and routing in 
various setups. The connectors are precision-engineered 
to provide a secure and stable connection, reducing the 
risk of signal degradation over time. These cables are ideal 
for connecting networked audio devices such as 
streamers, DACs, and media servers, ensuring that the 
integrity of the digital signal is maintained from source to 
output. With their combination of high-quality materials and 
meticulous construction, the Start Series Digital Ethernet 
cables offer an excellent balance of performance, 
reliability, and value for discerning audio enthusiasts. 

 
For more detailed information,including technical data and 
specifications, please contact our authorized dealers. 
They will give you all the answers you need and help you 
choose the optimal solution for your needs. 
 

 

 

Warranty: All Start Series cables, come 
with a one-year warranty, ensuring peace of 
mind and reliability. This warranty covers 
any defects in materials or workmanship, 
allowing for repair or replacement should 
any issues arise within the first year of 
purchase. Designed with high-purity 
oxygen-free copper conductors, gold-plated 
connectors, and robust shielding, these 
cables offer optimal signal transfer, minimal 
signal loss, and protection against 
electromagnetic interference (EMI) and 
radio frequency interference (RFI). 
For further information about the Start 
Series cables and the one-year warranty, 
please contact your nearest retailer. 
Retailers can provide comprehensive 
details on product specifications, 
availability, and warranty claims, ensuring 
you receive the support and service you 
need for your audio equipment. 

T E C H N I C A L  S P E CI F I C A T I O N S  

Conductor material: OFC coper 

Conductor gauge: 8X23 AWG  

Shielding: 100% shielded 

Outer diameter: 9 mm 

Cable length: 1 M 

Color: Dark green 

  

 

PERFORMANCE 

CHARACTERISTIC  

Signal Loss: None 

EMI/RFI Rejection: > 95% 

Compatibility: Mid-level audio 

systems  

 

PHY SI CAL PROPE RT IES  

Cable Length: 1 M  

Termination: 8p8c RJ45 Gold-plated   

Flexibility: Excellent, with a bending 

radius of 20mm 

 

CERTIFICATI ON 

ROHS Compliant 

 

APPLICATIONS 

Midlevel audio systems 

Midlevel home theater systems 

Midlevel High-end home audio setups 

Midlevel commercial sound systems 

Start Series ETH cable 

Quality is our identity 
 

www.audiollex.com 


